AUSTRALIA'S BEST

KING LONG
35-37-39 SEAT 9M
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The King Long 35-37-39 seat midi bus & coach is the ideal vehicle for school and operator
applications. King Long sets new standards of style, comfort and performance and we have
selected best in class components such as Cummins, ZF (transmission / steering), VDO and DANA
independent front suspension all as standard.

STANDARD FEATURES SUPPORTED
v Cummins ISBe 6.7 Euro 5 diesel engine at 250hp NATIONWIDE BY
V' ZF Ecolife 6 speed automatic transmission with retarder
v Independent front suspension (excellent turning circle), all round disc brakes v Cummins Service Agents
v Wabco ABS braking system / Top quality VDO instrumentation v ZF Transmission dealers
v Comfortable ISRl drivers seat with armrests v Wabco
v Ideal flat floor for ease of aisle access v VDO
j E(;ASLOH bfoﬁ slgspetnsiomTwi\fhhroiiir}g, |<)‘w§rimg zrf kneeling v Bus Stop's SO I
g long full climate control, heat /cool air conditioner service agents
v Full steel frame with electrocoated 'dip' for rust protection v Fully subported: Local
v" Under floor luggage bins / storage, two doors per side Ll ts
service agents
v Reversing camera equipped with rear radar sensors
v Two piece front windscreen as standard
v Full lift up wheel arches - excellent assessibility all round

KING LONG OFFERS A RANGE OF QUALITY VEHICLES THAT ARE AVAILABLE NOW FOR DELIVERY.

BUS STOP SALES AND SERVICE CENTRE - T 07 3277 2115

BUS STOP @ CALL BUS STOP TO DISCUSS HOW WE CAN SUPPORT YOUR REQUIREMENTS
KING LONG




KING LONG IS SIMPLY, BETTER VALUE
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KING LONG

35-37-39 SEAT 9M BUS/COACH
I N 77

Length x Width x Height 9.1 x2.5x3.4m
Wheelbase 4300mm
DIMENSIONS
° Front/Rear Overhang 1905/2810mm
Gross Vehicle Mass 14,000kg
Engine Model Cummins furbocharged ISBe 6.71 Euro 5 (UK Made)
Horsepower 250hp
ENGINE
G Rated Power 184kW / 2500rpm

Max. Torque @50Nm @ 1200-1900rpm
Transmission ZF Ecolife 6 speed auto with retarder
Front Axle DANA independent front suspension 4500kg
Rear Axle DANA 9500kg
Suspension System ECAS air bag with raising, lowering and kneeling functionality

CHASSIS : .
Wheel Rim Type Alloy rims as standard
Tyre Quality Michelin TOR22.5
Fuel Tank 280 litre diesel / large 60 litre AdBlue tank
Power Steering ZF infegrated power steering
Passenger Seats 35 recline or 37-39 fixed cloth seats fited with three point safety belts

INTERIOR : : :
Driver Seat Top class ISRl drivers seaf with armrests
Doors Pneumatic swing out front door

EXTERIOR : : : o : :
Anti-Corrosion Protection Electrocoated 'dip' for long lasting rust profection

COOLING/HEATING SYSTEM | Air Conditioner High capacity roof mounted heat/cool air conditioner
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DISCLAIMER: Information located in this brochure is correct as of date of printing. For verification of any items, please contact our office.

BUS STOP & KING LONG - HERE FOR THE LONG HAUL

AUSTRALIA WIDE
busstopsales.com.au

HEAD OFFICE
07 3277 2115



